BASTILLE LED

The Bastille is a linear vandal resistant IPS5 surface
rmounted luminaire, ideal for internal or external
applications. Designed to workin particularly onerous
environments prone to vandalism.

FEATURES

Flat opal polycarbenate material as standard
Manufactured frorn mild steel
Constant o utput driver

Rated to/|PE5 & KL
Integral cenirel eptions available
White finishias standard

TECHMICAL DETAILS
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BAS-22-aK-HE White Body 2ft 2x18WTa 4 85 2A 20us 22 3815 2480 1127
BAS31-4K-HE White Body 3ft 2 21WTa 57 =0 SA 805 Ell 5376 34395 M2y
BAS-32-4K-HE White Body 4ft 2% 3BWTs 74 35 SA3Ts 32 5550 2807 Maz
BAS-d4-4K-HE White Body 4ft 2 54WTS T 35 5A37s 4d 7631 4980 M7
BAS-32-4K-HE White Body Sft 2 49w TS a2 35 5A37Us 38 6590 42584 M7
BAS-53-4K-HE White Body Sft 2490 TS 92 25 54 37ps 53 9192 5975 1127
BAS-48-4K-HE White Body &ft 2 x 7OWTE 109 25 154 50us 42 5325 5411 1M27
BAS-62-4K-HE White Body 6ft 2x70WTa 10.9 25 154 50us 23] 11793 FHA6 M7



KEY FEATURES

IP65 & IK10 RATED SECURITY
SCREWS
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BAS-22-4K-HE 78 226
CONSTANT OUTPUT DRIVER BAS31-4KHE T5ES 55

BAS-32-4K-HE 1253 226

BAS-44-4K-HE 1253 226
BAS-38-4K-HE 1565 226
BAS-53-4K-HE 1565 226

BAS-48-4K-HE 1850 226

OPTIONS AND ACCESSORIES PHOTOMETRIC AND DIMENSION

EM Integral Emergency (1W)

EMST Integral Emergency Self Test (1W)
DD SwitchDIM/DALI

WL Wireless Control System

WLEM  Wireless Monitored Emergency
MWP  Remotely Programmable Microwave
Sl Silver

BK Black

3K 3000K Colour Ternperature

5K 5000K Colour Ternperature




